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U.S. CUSTOMS AND BORDER PROTECTION

LABORATORY METHODS

CBPL Method 74-07

Recommended Specifications for Use

in the Analysis of Metal Products

SAFETY STATEMENT
This CBPL Method cannot fully address safety issues that may arise from its use.  The analyst is responsible for assessing potential safety issues associated with a given method at its point of use.

Before using this method, the analyst will consider all general laboratory safety precautions.  In particular, the analyst will identify and implement suitable health and safety measures and will comply with all pertinent regulations.

METHOD UNCERTAINTY

The uncertainty of measurement for this method is specific to each laboratory.

0.

SCOPE AND FIELD OF 




APPLICATION
The following list of references contains specifications that should prove useful in the analysis of metal products provided for in Chapter 74 of the Harmonized Tariff Schedule of the United States (HTSUS).

1.

REFERENCES

This list is provided for general guidance and should not be considered exhaustive.  The user is expected to seek current references pertaining to this method.

1.1

API 5L, 5LU, 5A, 5AC, 5AX. Specifications for Line Pipe, Casing, Tubing and Drill Pipe.
1.2

CBPL 73-02/ASTM A 53.  “Standard Specification for Pipe, Steel, Black and Hot-Dipped, Zinc-Coated, Welded and Seamless.”

1.3

CBPL 73-03/ASTM A 178.  “Standard Specification for Electric-Resistance-Welded Carbon Steel and Carbon-Manganese Steel Boiler and Superheater Tubes.”

1.4

CBPL 73-04/ASTM A 179.  “Standard Specification for Seamless Cold-Drawn Low-Carbon Steel Heat-Exchanger and Condenser Tubes.”

1.5

CBPL 73-05/ASTM A 226.  “Standard Specification for Electric-Resistance-Welded Carbon Steel Boiler Superheater Tubes for High Pressure Service.”

1.6

CBPL 73-06/ASTM B 498.  “Standard Specification for Zinc-Coated Galvanized) Steel Core Wire for Aluminum Conductors, Steel Reinforced (ACSR).”

1.7

CBPL 73-09/ASTM F 593.  “Standard Specifications for Stainless Steel Bolts, Hex Cap Screws, and Studs.”

1.8

CBPL 73-10/ASTM A 563.  “Standard Specification for Carbon and Alloy Steel Nuts.”

1.9

CBPL 73-11/ASTM A 125.  “Standard Specification for Steel Springs, Helical, Heat Treated.”
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