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U.S. CUSTOMS AND BORDER PROTECTION

LABORATORY METHODS
CBPL METHOD 72-35

Standard Specifications, Practices, and

Test Methods for Ferroalloys

SAFETY STATEMENT

This CBPL Method cannot fully address safety issues that may arise from its use.  The analyst is responsible for assessing potential safety issues associated with a given method at its point of use.

Before using this method, the analyst will consider all general laboratory safety precautions.  In particular, the analyst will identify and implement suitable health and safety measures and will comply with all pertinent regulations.
METHOD UNCERTAINTY

The uncertainty of measurement for this method is specific to each laboratory.

0.

SCOPE AND FIELD OF 




APPLICATION

This list of standard specifications, practices and test methods will prove useful in the analysis of ferroalloys described in Chapter 72 of the Harmonized Tariff Schedule of the United States (HTSUS).

1.

REFERENCES

This list is provided for general guidance and should not be considered exhaustive.  The user is expected to seek current references pertaining to this method.

1.1

ASTM A 99.  “Standard Specification for Ferromanganese.”

1.2

ASTM A 100.  “Standard Specification for Ferrosilicon.”

1.3

ASTM A 101.  “Standard Specification for Ferrochromium.”

1.4

ASTM A 102.  “Standard Specification for Ferrovanadium.”

1.5

ASTM A 132.  “Standard Specification for Ferromolybdenum.”

1.6

ASTM A 144.  “Standard Specification for Ferrotungsten.”

1.7

ASTM A 323.  “Standard Specification for Ferroboron.”

1.8

ASTM A 324.  “Standard Specification for Ferrotitanium.”

1.9

ASTM A 482.  “Standard Specification for Ferrochrome-Silicon.

1.10

ASTM A 483.  “Standard Specification for Silicomanganese.

1.11

ASTM A 550.  “Standard Specification for Ferrocolumbium.”

1.12

ASTM A 701.  “Standard Specification for Ferromanganese-Silicon.”

1.13

ASTM A 835.  “Standard Specification for Sizes of Ferroalloys and Alloy Additives.”

1.14

ASTM E 31/CBPL 72-19.  “Methods for Chemical Analysis of Ferroalloys.”

1.15

ASTM E 32.  “Standard Practices for Sampling Ferroalloys and Steel Additives for Determination of Chemical Composition.”

1.16

ASTM E 360/CBPL 25-06; 28-11.  “Standard Test Methods for Chemical Analysis of Silicon and Ferrosilicon.”

1.17

ASTM E 361.  “Standard Test Methods for the Determination of Arsenic and Lead in Ferromanganese.”

1.18

ASTM E 362.  “Standard Test Methods for the Determination of Arsenic and Lead in Silicomanganese and Ferrosilicon Manganese.”

1.19

ASTM E 363.  “Standard Methods for Chemical Analysis of Chromium and Ferrochromium.”

1.20

ASTM E 364.  “Standard Test Methods for Chemical Analysis of Ferrochrome-Silicon.”

1.21

ASTM E 365.  “Standard Test Methods for the Determination of Vanadium in Ferrovanadium and Vanadium Alloying Additives.”

1.22

ASTM E 367.  “Standard Methods for Chemical Analysis of Ferrocolumbium.”

1.23

ASTM E 371.  “Standard Test Method for the Determination of Boron in Ferroboron.”

1.24

ASTM E 372.  “Standard Test Method Determination of Calcium and Magnesium in Magnesium Ferrosilicon.”
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