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U.S. CUSTOMS AND BORDER PROTECTION

LABORATORY METHODS

CBPL METHOD 32-05

ASTM D 2371

Standard Test Method for Pigment

Content of Solvent-Reducible Paints

SAFETY STATEMENT
This CBPL Method cannot fully address safety issues that may arise from its use.  The analyst is responsible for assessing potential safety issues associated with a given method at its point of use.

Before using this method, the analyst will consider all general laboratory safety precautions.  In particular, the analyst will identify and implement suitable health and safety measures and will comply with all pertinent regulations.

METHOD UNCERTAINTY

The uncertainty of measurement for this method is specific to each laboratory.

0.

SCOPE AND FIELD OF 




APPLICATION
This method covers the procedure for the quantitative separation of the vehicle from the pigment in solvent‑reducible coatings provided for in Chapter 32, Heading 3208, of the Harmonized Tariff Schedule of the United States (HTSUS).  Excluded from this field of application are paints dispersed in aqueous media Headings 3209, 3210 and 3211.

This method has been proven to be applicable to the following types of paints: white linseed oil exterior house paint, white soya and phthalic alkyd enamel, white linseed o-phthalic alkyd enamel, red lead primer, zinc chromate primer, flat white interior enamel, white epoxy enamel, white vinyl toluene modified alkyd, and white amino modified baking enamel.  It is considered applicable to most solvent‑reducible paints.
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