
SECTION O1038
AELD ST PCAUONS (1968 APE

(a) The operation of all ground equipment (mobile or stationary) the
placement of all materials, and the performance of all work, upon and in the
vicinity of all airfields, shall be done in accordance with this clause. The
requirements of this clause are in addition to any other safety requirements
of this contract.

(b) For purposes of this clause the following definitions shall apply.

(1) "LANDING AREAS" means the following:

(i) The primary surfaces which are comprised of the surface of
the runways, the runway shoulders, and the lateral safety zones (the length of
each primary surfaces is the same as the runway length;" the width of each
primary surface is 2,000 feet (1,000 feet on each side of the runway
centerline).

(ii) The "clear zones" beyond the ends of each runway--i.e., the
extension of the "primary surface" for a distance of 1,000 feet beyond each
end of each runway;

(iii) All taxiways plus the lateral clearance zones along each
side for the length of the taxiways (the outer edge of each lateral clearance
zone is laterally 250 feet from the far or opposite edge of the taxiway, i.e.,
a 75-foot wide taxiway would have a combined width of taxiway and lateral
clearance zones of 425 feet); and

(iv) All aircraft parking aprons plus the area 125 feet in width
extending beyond each edge all around the aprons.

(2) "SAFETY PRECAUTION AREAS" means those portions of
approach-departure clearance zones and transitional zones where placement of
objects incident to contract performance might result in vertical projections
at or above the approach-departure clearance surface or the transitional
surface.

(A) The "approach-departure clearance surface" is an extension of the
primary surface and the clear zone at each end of each runway, for a distance
of 50,000 feet, first along an inclined (glide angle) and then along a
horizontal plane, both flaring symmetrically about the runway centerline
extended. The inclined plane (glide angle) begins in the clear zone 200 feet
past the end of the runway (and primary surface) at the same elevation as the
end of the runway, and continues upward at a slope of 50:1 (one foot
vertically for each 50 feet horizontally) to an elevation of 500 feet above
the established airfield elevation; at that point the plane becomes
horizontal, continuing at the same uniform elevation to a point 50,000 feet
longitudinally from the beginning of the inclined plane (glide angle) and
ending there. The width of the surface at the beginning of the inclined plane
(glide angle) is the same as the width of the clear zone; thence it flares
uniformly, reaching the maximum width of 16,000 feet at the end.
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SECTION 01038
AIRFIELD SAFETY PRECAUTIONS (1968 APR)

(a) The operation of all ground equipment (mobile or stationary) the
placement of all materials, and the performance of all work, upon and in the
vicinity of all airfields, shall be done in accordance with this clause. The
requirements of this clause are in addition to any other safety requirements
of this contract.

(b) For purposes of this clause the following definitions shall apply.

(1) "LANDING AREAS" means the following:

(i) The primary surfaces which are comprised of the surface of
the runways, the runway shoulders, and the lateral safety zones (the length of
each primary surfaces is the same as the runway length;" the width of each
primary surface is 2,000 feet (1,000 feet on each side of the runway
centerline).

(ii) The "clear zones" beyond the ends of each runway--i.e., the
extension of the "primary surface" for a distance of 1,000 feet beyond each
end of each runway;

(iii) All taxiways plus the lateral clearance zones along each
side for the length of the taxiways (the outer edge of each lateral clearance
zone is laterally 250 feet from the far or opposite edge of the taxiway, i.e.,
a 75-foot wide taxiway would have a combined width of taxiway and latecal
clearance zones of 425 feet); and

(iv) All aircraft parking aprons plus the area 125 feet in width
extending beyond each edge all around the aprons.

(2) "SAFETY PRECAUTION AREAS" means those portions of
approach-departure clearance zones and transitional zones where placement of
objects incident to contract performance might result in vertical projections
at or above the approach-departure clearance surface or the transitional
surface.

(A) The "approach-departure clearance srface" is an extension of the
primary surface and the clear zone at each end of each runway, for a distance
of 50,000 feet, first along an inclined (glide angle) and then along a
horizontal plane, both flaring symmetrically about the runway centerline
extended. The inclined plane (glide angle) begins in the clear zone 200 feet
past the end of the runway (and primary surface) at the same elevation as the
end of the runway, and continues upward at a slope of 50:1 (one foot
vertically for each 50 feet horizontally) to an elevation of 500 feet above
the established airfield elevation; at that point the plane becomes
horizontal, continuing at the same uniform elevation to a point 50,000 feet
longitudinally from the beginning of the inclined plane (glide angle) and
ending there. The width of the surface at the beginning of the inclined plane
(glide angle) is the same as the width of the clear zone; thence it flares
uniformly, reaching the maximum width of 16,000 feet at the end.
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(B) The "approach-departure clearance zone" is the ground area under
the approach-departure clearance surface.

(C) The "transitional surface" is a sideways extension of all primary
surfaces, clear zones, and approach-departure clearance surfaces alon .
inclined planes. The inclined plane in each case begins at the edge of the

surface. The slope of the inclined plane is 7:1 (one foot vertically for each
7 feet horizontally), and it continues to the point of intersection with the

inner horizontal surface (which is the horizontal plane 150 feet above the

established airfield elevation) or-the outer horizontal surface (which is the

horizontal plane 500 feet above the established airfield elevation), whichever

is applicable.

(D) The "transitional zone" is the ground area under the transitional

surface. (It adjoins the primary surface, clear zone and approach-departure
clearance zone.)

(c) The Contractor shall report to the Contracting Officer before

initiating any work and shall notify him of proposed changes of locations and

operations.

(d) Neither equipment nor personnel shall use any runway for purposes
other than aircraft operation without permission of the Contracting Officer
unless the runway is closed by order of the Contracting Officer and marked as

provided in (e)(2) below.

(e)(1) The Contractor shall place nothing upon the landing areas without

authorization of the Contracting Officer.

(2) Unless otherwise authorized by the Contracting Officer, the

Contractor shall outline those landing areas hazardous to aircraft, with red
flags by day, and with electric, battery-operated, low-intensity red flasher

lights by night.

(3) Before entering any landing area at an airfield where flying is

controlled, additional permission must be obtained every time from the control
tower operator, unless the landing area is marked as hazardous to aircraft in
accordance with (2) above.

(4) All vehicles which the Contractor operates in landing areas shall

be identified by means of a flag on a staff attached to and flying above the

vehicle. The flag shall be three feet square and shall consist of a checkered

pattern of international organe and white square of one foot on each side

(except that the flag may vary up to i0 percent from each of these dimensions).

(5) Unless otherwise authorized by the Contracting officer, all other

equipment and materials in the landing areas shall be marked with red flags by

day, and with electric, battery-operated, low-intensity red flasher lights by

night.
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(6) Work shall be carried on so’as to leave that portion of the
landing area which is available to aircraft free from hazards, holes, piles of
material, and projecting shoulders that might damage an airplane tire.

(f)(1) The Contractor shall place nothing upon the safety precaution
areas without authorization of the Contracting Officer.

(2) Unless otherwise authorized by the Contracting Officer, all
equipment and materials in safety precaution areas shall be marked with red
flags by day, and with electric, battery-operated, lowintensity red flasher
lights by night.

(3) All objects, placed in safety precaution areas, which project
above the approach-departure clearance surface or above the transitional
surface must be provided at night with a red light or red lantern.

(g) The Contractor shall keep all paved surfaces, such as runways,
taxiways, and hardstands, clean at all times and, specifically, free from
small stones which might damage aircraft propellers or jet aircraft.

(h) While work is actually being performed on the airfield by the
Contractor, the operation of mobile equipment shall be governed by the safety
provisions above. At all other times allmobile equipment shall be removed to
locations approved by the Contracting Officer at a distance of at least 750
feet from the runway centerline plus any additional distance necessay to
insure compliance with the other provisions of this clause.

(i) Only those trenches may be opened for which material is on hand and
ready for placing therein. As soon as practicable after material has been
placed and work approved, trenches shall be backfilled and compacted as
required by the contract. Meanwhile all hazardous conditions shall be marked
and lighted in accordance with the other provisions of this clause. (ASPR
7-603.49)

***END OF SECTION***

05-85-6348

01038 3





630

627:

705

B-O.Q

\
\
\

/
RTIS

J

128 A.DMI N

FUEL 14. F.
51GE
AREA

402

G0V T OWNED

4101

5111
iAIN T. MAINT

HANG/ R

3533

4111

ST

WHSE
ADMIN

4126

402

3502

3526

t
272

FOR ...,.... :.., iA J._ Li S,,_’= ON {,.<_
T :TIT,--, .4 s, ;4

/

/

’%/




