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PANEL TO REMAIN 0
UNDERGROUND VRIIqG TO

......,REMAIN UNLESS NOTED

OTHERWISE (TYPICAL)

o,...-- DISCONNECT

EXISTING AUTOMATIC TRANSFER SVTCH
TO REMAIN

’OE’ PANELBOARD REMOVE EXlSTNG ENCLOSURE &
PROVIDE NEW 24(W)x56(W)xg"(D) NEMA 4X ENCLOSURE

TRANSFER EXiSTiNG WIRING & CONDUT, BREAKERS,
AND PANELBOARD INTERIOR TO NEW ENCLOSURE

ELECTRICAL NOTES

CONCRETE PAD
TO REMAIN -/0

1. PROVIDE 20KW/25KVA, 120/240V, SINGLE PHASE SKID MOUNTED
DIESEL-FUELED GENERATOR V,/24 HOUR FULL LOAD RUN TIME FUEL SUPPLY IN

DUAL WALLED SUB-BASE FUEL TANK W/ALARMS GENERATOR SHALL HAVE
CORRISICN RESISTANT WEATHERPROOF HOUSING, MICROPROCESSOR CONTROLLER,

BLOCK HEATER, LINE CIRCUIT BREAKER. GENERATOR STRIP HEATER, AND OTHER

MANUFACTURER RECQIM.E[DED A.CCESSORY-

2. ALL WORK & MATERIALS, UNLESS NOTED OTHERWISE AS EXISTING,ARE NEW

& SHALL BE PROVIDED BY THE CONTRACTOR. ELECTRICAL
INSTALLATION SHALL CONFORM TO REQUIREMENTS OF NFPA 70. &
REQUIREMENTS SPECIFIED HEREIN. WORK PLACE SHALL MEET
REQUIREMENTS OF NFPA 7OR.

3. ELECTRICAL PLANS ARE PARTIALLY DIAGRAMMATIC. INSTALL ELECTRICAL
SYSTEMS WITHOUT INTERFERING WITH DUCTS, PIPES, STRUCTURES, OTHER
SYSTEMS.

4. PROVIDE ADDITIONAL SUPPORTS FOR SWITCHES, RACEWAYS, & OTHER
ELECTRICAL EQUIPMENT WHEREVER THE BUILDING STRUCTURE IS NOT
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RENOVATED ELECTRICAL SITE PLAN:
SCALE: 1/4" 1’ 0"

16"
DEPTH AS
REQUIRED --16"

ALL STRUCTURAL MEMBERS:
2"x2"xl/4"THK TYPE

STAINLESS STEEL
.i._-

SPACING AS REQUIRED TO
MATCH MOUNTING LUGS

REVISIONS

VdDTH ASi
b -’F--REQUIRED -’’-
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IESEL GENERATOR CONNECTIONS

PLAN

SUITABLE FOR DIRECT tIOUNTING. PROVIDE MINIMUM I/4 INCH AIR SPACE PIN & SLEEVE FUSED SAFETY INTERLOCK DISCONNECT"b’rG BETWEEN CONCRETE/MASONRY SURFACE & ELECTRICAL

0 OUTLETS, VERIFY ALL EQUIPMENT CHARACTERISTIC ,& MOUNTINGDEVICES &REOUIREMENTS SWITCH 120/240V, 60A, 3-POLE, 4-WIRE. IN NEMA 4X

PRIOR TO ROUGH-IN. PROVIDE PROPER ACCESSORIES, LOCKABLE ENCLOSURE W/WEATHERPROOF RECEPTACLE

TRIMS, ETC., TO SUIT THE MOUNTING SYSTEM. COMPLETE WITH SPRING-HINGED COVER
WEATHERPROOF

AND MATCHING
PLUG

5. WHERE CONDUIT & WRING HAS NOT BEEN SHO ON DRAWINGS, THE 1" CHAMFER TYPICAL ALL

,RTU- PROVIDE NEW NEMA 4X LOCKABLE CONTRACTOR’S D SCR.__Ef’.,OI ’ ACCORDNA.CE ,)HE EEjRIRAkh’NCEPTED
GOOD

...L__LENCLOSURE W/SWING-OUT PANELK.T,7- TRANSFER PRAC.’CE FORCOMME C L CORK & C. ... . ....i .,..%" ’J" ENCLOSURE;
?,IR NO & CONDU T AND I=i" RIOR. 0 NEv," ..v.=.:.GZ::.::U[.._.GI.qDuc.iO.RS.SH.LE.’.-:.:"’:..4.:,;... ?"(:.i.. :.=.::-iii’::.?/:;.’:i::../..iq!..’.!."iZi:::!’:::::/YL

WITH EQUIPMENT GROUNDING (E.G.) COIqDUCTOR IN CONDUIT
& RACEWAYS; WIRE &: CONDUIT SIZES AS IND,CATED. INSULATION SHALL BE

AREA LUMINAIRE RATED 600 VOLT, 90 DEGREES C, TYPE AS IND,CATED. THVI/THHN EXCEPT TYPE
o

TO REMAIN TW FOR GROUNDING CONDUCTOR.

7. VERIFY CIRCUIT NUMBERS & DE-ENERGIZE CIRCUITS PRIOR TO BEGINNING
0 WORK. EXISTING WIRING TO BE REMOVED SHALL BE

DISCONNEC’fED FROM ITS SOURCE& REMOVE,
UG
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EQUIPMENT

III

RAINTIGHT TYPE 304 STAINLESS STEEL WIREWAY
WlTH GASKET <9. SCREW COVER

NEMA 4X ENCLOSURE W/WEATHERPROOF
RECEPTACLE AND MATCHING PLUG

250V, 10 PIN SEE SCHEMATIC
THIS SHEET FOR WIRING DETA!LS

---EOUIPMENT BRACKET SEE DETNL
THIS SHEET (TYPICAL)

SEE NOTE #I
NO SCALE

f_. ’,HIS SHEET (TYPICA
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SCHEMATIC DIAGRAM

REPLACE GENERATORS,
ONSLOW BEACH

BA126 & BA168
SITE PLANS, LEGEND. & DETAILS
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BRACKET DETAIL




