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U.S. Department of Labor Mine Safety and Health Administration 
1100 Wilson Boulevard 
Arlington, Virginia 22209-3939 

JUN- 9 2010 
MEMORANDUM FOR GREGORY R. WAGNER, M.D. 

Deputy Assistant Secretary for Policy 
Mine Safety and Health 

THROUGH: PETERJ.MONTALI ~'+.~ 
Acting Director of Accountabili~or 
Mine Safety and Health 

FROM: BILLYRANDOLPH ~q_.~~ 
Acting Accountability Specialist' 

SUBJECT: 

Introduction 

MSHA Office of Accountability Audit, MNM Northeastern 
._.vnmiRRino South Field Office, Wyomissing, Pennsylvania, 

This memorandum summarizes the Office of Accountability audit of the subject field office 
and mine. Audit subjects included MSHA field activities, level of enforcement, Field Activity 
Reviews (FARs), Accompanied Activities {AAs), MSHA supervisory and managerial 
oversight, mine plans, and the conditions and pr-at the mine. The audit was 
conducted by Billy Randolph, during the week o 
2009. Positive findings and issues requiring att,tion are included in this audit report. 

Overview 

The field office audit was conducted 011 1nd the on-site portion of the~ 
was conducted on Accompanying the audit team wa~ 

On-site areas examined included the high wall, high wall blast area, contract blasting, top 
level crushing plant, lime plant, mine office and break room. Work cycles were also observed 
at the blast site and crushing plant. 

You can now file your MSHA forms online at www.MSHA.gov. It's easy, it's fast, and it saves you money! 



S&S Rate Comparison 

Although the S&S rate for the Wyomissing-South Field Office were below the district and 
national average for FY 2008, that rate increased in FY 2009 and exceeded both the district 
and national averages. 

S&S Rate Comparison 
Fiscal Field Office, State District Name National 
Year Field Office Average 
2008 19.9% 25.8% 21.0% 
2009 29.4% 27.0% 21.0% 

Time and Activity Comparison 

Time distribution for E01 inspections conducted out of the Wyomissing-South Field Office 
from October 01, 2008 through September 30, 2009 indicates that approximately 59% of the 
total inspection time is being spent on-site. 

Time Distribution (Percent)- E01 Inspections at Surface Facilities 

Total Citations Citations Total Travel Other 
On-Site Issued Issued Percent On-site Off-~ite 

2008 20.51% 8.39% 65.86% 0.76% 5.24% 100.0% 
Nat'l Avg. 

20.31% 10.42% 61.59% 3.02% 7.69% 100.0% 2008 
2009 24.45% 8.10% 58.00% 0.87% 9.45% 100.0% 
Nat'l Avg. 20.42% 10.66% 61.88% 3.82% 7.05% 100.0% 2009 

Time Distribution (Percent) - E01 Inspections at Surface Mines 

Total 
Citations Citations Total Travel Other 

On-Site Issued Issued 
Percent On-site Off-site 

2008 26.84% 8.77% 61.22% 1.48% 3.16% 100.0% 
Nat'l Avg. 

26.19% 11.97% 56.17% 3.16% 5.67% 100.0% 
2008 
2009 26.61% 9.10% 58.03% 1.88% 6.26% 100.0% 
Nafl Avg. 

25.89% 11.93% 56.18% 3.27% 6.00% 100.0% 
2008 

Time Distribution (Percent) - E01 Inspections at Underground Mines 

Total 
Citations Citations 

Total 
Travel Other 

On-Site 
Issued Issued 

Percent on .. site Off-site 
I WG01 There are no underground mines assigned to this field office 
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Audit Results 

The audit revealed positive findings in several areas, including the following: 

1. Conditions or practices identified by the inspector were very detailed. 
2. The documentation for the second level reviews of Field Activity Reviews by district 

management provided detailed comments. The second level reviews identified many 
specific deficiencies and provided excellent feedback to FO supervisors concerning 
the submitted reports. 

3. Personnel at the field office displayed a professional attitude and appearance. 
4. Mine files were neat, labeled appropriately, up to date, and in excellent order. 

The audit also revealed several issues that require corrective actions, including the following: 

1. Citations issued for conditions observed during this audit indicate that mining methods 
and maintenance of safe ground conditions were not being addressed in previous 
inspections. Citations were to allow excessive time for the operator to 
correct the hazard by scaling 

2. Guards observed were minimum protection from moving machine 
parts, and few resembled the type of guarding recommended in the Guarding Guide 
Book. Several were constructed and/or mounted in a manner that created the hazard 
of the guard falling on miners. -

3. On-site inspection time for previous inspections at the ~ does not 
appear appropriate for the mine size, equipment or mine type. ::see trem .,. 27 

4. The district should review the status of intermittent and full-time operations for 
accuracy. A review of man-hour reports for some operations listed in intennittent 
status indicate they should be classified as full-time. 

5. Inspection reports indicate the District and Field Office is not adhering to MSHA policy 
regarding the rotation of mine assignments. (Page 5 supervisor handbook C) 

6. Several citations were issued during the audit for conditions that appeared to have 
existed for extended period of time but had not been identified and addressed. -
Attachment B 

7. Citations issued for violations not always properly evaluated regarding gravity, 
negligence and type of action. - Attachment C 
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Attachments 

A. Office of Accountability Checklist with comments, recommendations, and references 

B. Citations/Orders issued during this audit 

107{a) Order 
56.15005 
56.3200 
56.14107a 
56.20003a 
56.12023 
56.14112a1 
56.12032 
56.12004 
56.12013 
56.14107a 
56.14112a1 
56.14112a1 
56.14107a 
56.4601 
56.12004 
56.12004 
56.14107a 
56.20003a 
56.20003a 
56.17001 
56.14107a 
56.12030 
56.14112b 
56.14107a 
56.14107a 
56.14112b 
56.14107a 
56.11012 
56.14107a 

C. Enforcement actions with questionable evaluations 

D. Photos taken during audit 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID 

1. 
Evaluate supervisory review of inspection reports and documentation for 
completeness. 

Adeguate D Inadequate 0 Not Applicable D Comments Below 

This mine has only a base line Mine Information Form on file. The mine schedule and 
number of employees are different than stated in the Mine Information Form. 
In addition, previous inspection reports were found with errors that had not been corrected. 

Action Required: Mine infonnation should be kept up to date and accurate. 
Reference: General Inspection Procedure Handbook, pages 37 & 38. 
See Attachment C 

2. Determine if supervisors address report deficiencies immediately 

Adequate D Inadequate 0 Not Applicable D Comments Below 
~ .... ==~----------------_-,h--------------------------------~ 

r----- -rr---- -- ----oo·· ·· ---- o · J' 

Several citations and notes did not adequately state the cited hazard or violation without 
corrections made. 

See Attachment C 

4. Evaluate the quality of Field Activity Review reports (F ARs) 

Adequate D Inadequate 0 Not Applicable D Comments Below 

Far's were completed on every inspector as required. A review ofF ARs revealed the 
was · any deficiencies and was commending the 

inspectors tor thoroughness. was recognizing possible deficiencies 
however, no action was found in the audit for corrections of these possible deficiencies. 

Attachment A 5 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID 

5. Determine if supervisors/ managers are identifying and addressing performance or 
behavior based issues during and after accompanied inspections are conducted 

Adequate D Inadequate Q Not Applicable D Comments Below 

- · identified potential de~es related to improper citing 
of violations evaluation of gravity and negligence, th~ tad only 
documented the need for improvements in the inspector's notes and hand wntmg. No 
documentation was provided to indicate that any actions were taken to correct the identified 
deficiencies. 

6. Evaluate the quality of Accompanied Inspections 

Adequate D Inadequate 0 Not Applicable D Comments Below 

See Items 1, 2, and 5 above. 

Determine if Assistant District Manager is holding supervisor accountable for 
8. general mine visits, F ARs, and accompanied activities 

Adequate D Inadequate [RJ Not Applicable D Comments Below 

All F ARs and AAs were not completed as required. 

Determine if District Manager is using Performance Management System to hold 
9. ADMs accountable for oversight of subordinates 

Adequate D Inadequate 0 Not Applicable D Comments Below 

The were documenting deficiencies with the 
F ARs and AAs. However no documentation of follow up action was provided during the 
audit. 

Attachment A 6 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID -

12. 
Evaluate supervisory and management review of 103(i) (spot inspection) tracking 
system for compliance with time frames 

Adequate D Inadequate D Not Applicable 5J Comments Below 

There are no 103(i) mines assigned to this field office. 

Determine if supervisors and managers are ensuring that 103(i) inspections are not 
13. combined with any other type of inspection 

Adequate D Inadequate D Not Applicable 0 Comments Below 

There are no 103(i) mines assigned to this field office. 

14. 
Determine if supervisors, staff assistants, and other management personnel are 
reviewing work products for accuracy and completeness 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

~ 1 and 2 above. Although siiilliilcie~ci~s were. _ 

was interfering with their abllity to take corrective actions needed for the inspectors. 

See Attachment C 

Determine if supervisors are monitoring inspector time and activity 
15. documentation to ensure proper use of time by inspector 

Adequate D Inadequate [RJ Not Applicable D 
Although several inspections had excessive gaps in the 

in notes. This deficiency was also noted by the 

Comments Below 

no explanation was 
and 

Required Action: Inspection time distribution must be monitored to ensure that time is used 
efficiently. 

Attachment A 7 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

I Reference: Key Indicator Reports 

16. 
Determine if Standard Operating Procedures (SOPs) are in place, current, and in 
compliance with MSHA policies and procedures 

Adequate D Inadequate 0 Not Applicable D Comments Below x 

Mine assignments are not being rotated annually among insp~terviews with field 
~personnel indicated that mine assignments are done by- nd are based on 
- ;01 (regular) i~ns at the mine visited during this audit had been conducted 
by the same inspector for-

Required Action: Mine assignments are to be made by the field office supervisor, and are to be rotated 
among the inspection staff on an annual basis. 

Reference: General Inspection Procedures Handbook, page 13 (1). 

Determine if supervisors are using the Performance Management System to hold 
17. inspectors accountable for properly evaluating gravity and negligence, termination 

due dates, and timely termination of citations 

Adequate D Inadequate Q Not Applicable D Comments Below 

Deficiencies that were noted were not being addressed. Determinations of gravity, 
negligence, and level of enforcement on citations issued during previous inspections were 
sometimes questionable. 

See Attachment C 

18. Determine if supervisors are adequately evaluating the level of enforcement. 

Adequate D Inadequate 0 Not Applicable D Comments Below x 

Numerous guarding issues existed at the operation visited during this audit. The manner in 
which several guards were mounted creating hazards and allowed easy accessed to moving 
parts. Poorly maintained highwalls and poor mining practices were also observed and cited. 
Although district-level reviews questioned the enforcement actions and evaluations, there 
was not documentation provided to indicate these issues were being addressed or corrected. 

See Attachment C 

Attachment A 8 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID -

Determine if District Manager is monitoring the ACR program and using the 
19. Performance Management System to ensure that CLRs justify changes 

Adequate D Inadequate D Not Applicable 0 Comments Below 

The team did not conduct a review of the ACR program. 

20. 
Determine if District Manager is using discretion in granting conferences 

Adequate D Inadequate D Not Applicable 0 Comments Below 

The team did not conduct a review of the ACR program. 

J 

Determine if second level reviews and Peer Reviews are used to assess supervisory 
21. review of enforcement actions 

Adequate D Inadequate 0 Not Applicable D Comments Below 

See Item No. 8, 9, and 14. 

22. 
Determine if appropriate actions are taken by supervisors and manager with 
respect to issues of misconduct and/ or poor performance 

Adequate D Inadequate D Not Applicable 0 Comments Below 

No issues of misconduct or poor performance have been identified in the field office. 

Evaluate inspector/ specialist knowledge of documentation required and process 
23. for completing PKW Forms. 

Adequate D Inadequate D Not Applicable D Comments Below x 

PKWs were not reviewed during this audit. 

Attachment A 9 
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United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID 

Evaluate the district's process for performing Possible Knowing/Willful (PKW) 
24. reviews and initiating or denying special investigations 

Adequate D Inadequate D Not Applicable D Comments Below x 

PKWs were not reviewed during this audit. 

Determine if District Manager is using Performance Management System to hold 
25. the Supervisory Special Investigator accountable for properly evaluating potential 

cases 

Adequate D Inadequate D Not Applicable D Comments Below x 

Not reviewed during this audit. 

26. 
Determine if managers and supervisors are using required "standardized reports" 
to review critical data relevant to inspections and investigations 

Adequate 0 Inadequate D Not Applicable D Comments Below 

District and Field Office supervisors are using the Key Indicator Reports. . 

27. 
Determine if complete and thorough inspections are being conducted and 
adequately documented 

Adequate D Inadequate ~ Not Applicable D Comments Below 

EOl (regular) inspections at the mine visited during this audit had been conducted by the 
same inspector for more than 3 years. When loose material on the high wall was seen, the 
inspector stated it had been this way for an extended time. 

During the regular inspection (Even- conducted during t~it, a total o~m
site hours were necessary to complete the mspection. There wer~tations ~' ot 
which. vere evaluated as S&S- The previo~ inspections average~ 1ours 
on-site-mn.e to complete the·· ection. An average- citations were issued per 
inspection at al~c;&S rate of 
See Attachment 

Attachment A 10 
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United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

28. 
Determine if inspection notes support the inspector's assertion that the mine was 
inspected in its entirety, including health sampling 

Adequate D Inadequate GJ Not Applicable D Comments Below 

See Item 27 above. Observation of the mine site during the audit indicated it is highly 
unlikely that all highwalls, equipment, plants, and work cycles could have been adequately 
inspected and safety talks held during the time spent on-site. Inspection notes indicated that, 
even on the inspections with minimal on-site time, the mine received a complete inspection. 

The amount of time spent on inspection events- . )hould have 
caused concern to the supervisor that a complete and thorough inspection was not achieved. 

29. 
Determine that the inspector spent sufficient time on off-shifts and on weekends 

Adequate 0 Inadequate D Not Applicable D Comments Below 

This mine works one shift per day, five days per week. Analysis of inspection time sheets 
indicates that inspection time is distributed evenly over the work week. 

Determine if all mine records, postings, and other required materials are examined 
30. during the inspection 

Adequate D Inadequate D Not Applicable D Comments Below x 

Mine records were not examined during this audit. The inspection continued after the audit 
was completed. 

Determine if all provisions of the MINER Act (Affecting MNM) are evaluated 
31. during the inspection 

Adequate 0 Inadequate D Not Applicable 0 Comments Below 

Attachment A 11 



(b) (6)

(b) 
(6)

(b) (6)

(b) (6)
(b
) 
(6
)

(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID 

Determine if the amount of time expended on each inspection activity and area of 
32. the mine is sufficient to accomplish inspection goals 

Adequate D Inadequate 0 Not Applicable D Comments Below 

A total on-site hours were required to complete the inspection 
during ~ompanied inspection. The previous four inspections ranged fromJ) • on-site 
hours to- hours. These hours are from- t bmplete 
the regular inspection in comparison to the inspection conducted during the audit. 

Evaluate each citation/order for inspector's determination of gravity, negligence, 
33. number of persons affected, and the level of enforcement 

Adequate D Inadequate 0 Not Applicable D Comments Below 

During the audit, the inspector was very methodical in his inspection activities and 
evaluation of gravity, negligence and level of enforcement. However, a review of citations 
from previous inspections indicates questionable determination of gravity, negligence, and 
level of enforcement. See Attachment C 

Reference: Citation and Order Writing Handbook, pp 7-9 

34. 
Evaluate the inspector's mine site check. 

Adequate D Inadequate 0 Not Applicable D Comments Below 

The inspector's notes indicate he conducted a "drive through" inspection of the plant and 
quarry. 

Page 19, Item V of the General Inspection Handbook states that, "MSHA inspectors, when 
appropriate and/ or possible, should conduct inspections or investigations on foot in all areas 
of a surface or underground mine or mill. Inspectors may periodically or briefly operate a 
government vehicle or ride in other vehicles to travel from one location to another while 
conducting inspections at a site. These trips should be kept to a minimum and only 
undertaken when they are necessary to conduct an efficient and effective inspection. 

Reference: General inspection handbook. 

Attachment A 12 
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United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

35. Check adequacy of work place examinations/pre-operational examinations 

Adequate D Inadequate 0 Not Applicable D Comments Below 

Two citations were issued to the operator for related violations during this audit. 

See Attaclunent B 

36. Evaluate inspector's observation of back/ Ground conditions 

Adequate D Inadequate 0 Not Applicable D Comments Below 

1••r" ~vm¥. L~~~~~d~"fi~Id ~[fi;~h~s-n~t been addressing high wall :u~:~rview Witn 

The district peer review conducted from- :lentified similar issues regarding 
ground conditions at the two mining operations visited during their review. The review 
stated; 

1. Ground Conditions in the Pit. (No indication of citations ever issued for ground 
conditions at this mine) 

2. Failure to examine and test for loose ground conditions in the pit. 
3. Failure to maintain wall bank and slope stability in the pit. 

See Attachments B & D 

37. 
Evaluate conditions of working areas and observe work cycle 

Adequate D Inadequate 0 Not Applicable D Comments Below 

Numerous guarding hazards existed and were cited during this audit. These violations 
appear to have existed for an extended period of time. In several instances, tie wraps and 
bungee straps had been used to secure guards to the equipment. Violations also existed that 
exposed miners to the dangers related to loose rocks on highwalls. 
See Attachment B 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

39. 
Determine adequacy of training plans (interview miners) 

Adequate ~ Inadequate D Not Applicable D Comments Below 

Reviewed a contractors training plan on this inspection. 

40. 
Evaluate Self-Rescuer conditions 

Adequate D Inadequate D Not Applicable 0 Comments Below 

41. 
Examine electrical cables on several pieces of equipment 

Adequate D Inadequate 0 Not Applicable D Comments Below 

the audit, citations were issued for damaged electrical cables. Cit:ati1ons 

v-ere issued for extensive damage to cables. 

See Attachment B 

42. 
Evaluate several pieces of equipment for permissibility (Gassy mines) 

Adequate D Inadequate D Not Applicable 0 Comments Below 

43. 
Examine compliance with regulations for escape and evacuation 

Adequate D Inadequate D Not Applicable 0 Comments Below 

Attachment A 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

45. Evaluate condition and maintenance on conveyor belts, structures, and guarding 

Adequate D Inadequate 0 Not Applicable D 
of moving conveyor belts was poorly maintained. See 

46. Evaluate fire valves and hoses 

Adequate D Inadequate D Not Applicable 0 

49. 

Adequate 

Evaluate cleanup of accumulations/housekeeping 

0 Inadequate 0 Not Applicable D 
See ........... QU''-'.1.., n Attachment B. 

Comments Below 

Comments Below x 

Comments Below 

51. Examine mine bulletin board and evaluate adequacy of all required postings 

Adequate D Inadequate D Not Applicable D Comments Below ~ 

Did not have the opportunity to review the bulletin board during the mine visit. Inspection 
was on-going at the time of the audit and was completed after the mine visit was conducted. 

52. 
Interview responsible person(s) and evaluate knowledge of emergency response, 
evacuation procedures, and fire fighting processes and first aid (Person in charge) 

Adequate D Inadequate D Not Applicable D Comments Below ~ 

Did not review during the mine visit. Inspection was on-going at the time of the audit. 

Attachment A 15 

J 



(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID ~ 

55. Determine if MSHA headquarters is conducting sufficient, in-depth Peer Reviews 

Adequate D Inadequate D Not Applicable D Comments Below ~ 

Audit team did not review the peer reviews. Documentation is maintained at the District 

Determine if Peer Reviews identify root causes of deficiencies, corrective actions, 

56. set time lines for corrections, and identify a method for accurately measuring the 
success or failure of corrective actions. 

Adequate 0 Inadequate D Not Applicable D Comments Below x 

Audit team did not review the peer reviews. Documentation is maintained at the District 

Determine if Peer Reviews are being used to assess supervisors and managers 
performance 

57. 

Adequate 0 Inadequate D Not Applicable 0 Comments Below x 

Audit team did not review the peer reviews. Documentation is maintained at the District 

63. Citations, orders, and safeguards issued during previous two quarters 

Adequate D Inadequate Q Not Applicable 0 Comments Below 

See Attachment C 

Determine if 104(d) tracking system is in place at the office being audited, and is 
64. being kept up to date 

Adequate D Inadequate 0 Not Applicable 0 Comments Below x 

Did not review on this audit. 

Attachment A 16 
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United States Department of labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID 

65. Determine if mine files are legible, and up to date 

Adequate 0 Inadequate D Not Applicable D Comments Below 

The field office clerk had all files legible and in order. These files were well maintained. 

Determine if miners are adequately trained in the provisions of any new 
66. conditions/ changes/ equipment at the mine. 

Adequate D Inadequate D Not Applicable D Comments Below x 

Inspection was not completed during the audit. Did not review during the audit mine visit. 

69. 
Determine if required information is submitted in the plan 

Adequate D Inadequate D Not Applicable 0 Comments Below 

Determine if submitted plans are evaluated for provisions contrary to standards or 
70. regulations 

Adequate D Inadequate D Not Applicable 0 Comments Below 

71. 
Evaluate the effectiveness of management's support of, and communication with, 
inspectors and specialists 

Adequate D Inadequate 5:] Not Applicable D Comments Below 

No documentation was provided to show that the results of second-level reviews, nor 
required corrective actions were being communicated to inspector. 

Attachment A 17 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID -

73. 

Adequate 

Are MSHA Forms 7000-1 accurately reviewed for proper information and 
potential violations, unsafe practices, or conditions? 

D Inadequate D Not Applicable D Comments Below X 

Not reviewed during this audit. 

74. 

Adequate 

75. 

Adequate 

Determine if irispectors have sufficient equipment and supplies to conduct 
thorough inspections. 

0 Inadequate D Not Applicable D Comments Below 

Determine if adequate close-out conferences are being conducted at the end of 
each inspection. 

0 Inadequate D Not Applicable D Comments Below 

Inspector notes indicate that dose-out conferences are being conducted at the end of each 
inspection. 

76. 
Determine if E01 inspections at surface mines includes an observation/ evaluation 
of blast hole drilling, loading, and blasting operations. 

Adequate 0 Inadequate D Not Applicable D Comments Below 

Inspection/ audit team observed blasting during the audit. 

77. 
Determine if manpower at the field office is sufficient to ensure adequate, 
complete inspections, investigations, and other activities. 

Adequate 0 Inadequate D Not Applicable D Comments Below 

The field office completed all required inspections last year. 
Attachment A 18 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern I Field Office I Wyomissing South I Mine ID r=-

78. Evaluate the two most current completed E01 (regular) inspections 

Adequate D Inadequate GJ Not Applicable D Comments Below 

The following information is a summary of the two most recently completed E01 inspections 
at the subject mine: 

Even-
Event .. __ _ 

Onsite hours
Onsite hours =•) Citations issued =

Citations issued = ~ 
17 

S&S%=• 
S&S%= 

Acco~tv Audit: -
Event ~ Onsite hours = r- Citations issued- S&S % =-
See Attachment C 

79. 

Adequate D Inadequate D Not Applicable D Comments Below 

Attachment A 19 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine C~on/Order u.s~ DeDartment or Labor 
Mii'le Safety and Health Administration 

contractor employee was observed .standing two (2) feet from the 
highwall edge without being . ti~d off and using proper .fall protection. The 
blasting contractor was in the process of loading drilled holes in preparation 
for a blast on the 3rd bench of the pit. The drill holes in this area are 36 
feet deep indicatin~ a drop-off over the highwall of that distance. Footprints 
were observed on the highwall side of the drill hole where the miner was 
observed. That footprint was measured at two (2) feet from ttie highwall edge. 
An oral tmmdnent danger order was issued to Ray Hearn - Supervisor of 
Weaverland Quarry, at 0908 hours on this date. 

Citation i 8570502 is being issued in conjunction with this .order. 

10. GIDfty. 

I c. PlrtiSeci!OII d 
Tltle·30 CFR 

See~ farm (USHA Form 70110-3a) 0 

A. llljuty or 1._ (liM) (II): No LIIIIIIIDod 0 Unlbly 0 Reuanably Uk~ 0 . Highly Likely 0 
B. lnjwy or lllne8lc:a&dd ,.._ No Lolt W_orkdlya 0 

IO!!!!!y be !!!p!C!Id to be: I D. Numbat Gf ,...,. AII'Ktlld: C. Sll!nlllcant and Sub1t1n1i11: Y• 0 No 0 

Blasting crew 

Mo Dl Yr I B. Tlml (2_4 Hr. ClaCk) 

17. A1:11Dn to Tennilllll The fall protection ·standard was reviewed with the. blasting crew. 
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(b) (6)

(b) (6) (b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6)(b) (6)

(b) (6)

(b) (6) (b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District MNM Northeastern Field Office Wyomissing South I Mine ID 

Mine Citation/Order U.S. DeDartment of Labor 
Mine Safety and Health Administlalion 

1. 011a -··· -
(Conn*') . 

'-· --··-- .. -· .. ---·-- a.. Wliiiilli Nob (103pl Q 
A blasting contractor employee was observed standing two (2) feet from the 
highwall edge without being tied off ·and using proper fall protecti·on. · The 
blasting contractor was in the process of loading drilled holes in preparation 
for a blast on the 3rd bench of the pit. The drill holes in this area are 36 
feet deep indicating a drop-off over the highwall of that distance. Footprints 
were observed on the highwall side of the drill hole where the miner was 
observed. That footprint was measured at two (2) feet from the highwall edge. 
The miners had been trained in fall protection use and each miner had fall 
protection available at the blast site. 
This conditi- " i':ort-nr t-h.:ot- r-nnt-rih•1ted to the issuance of imminent 
danger orde~ Therefore, no abatement time was set. 

I c. PartiSedlon of TIIII30CFR 

See CCinlflluiiOrl Fcrm (MSHA Form 7Q00.3e) 0 

56.15005 

11. ~ (c:Mc:lc -) A None 0 B. Low 0 C.~ ~ D. High 0 E. AMtcllel DiMpnl 0 

104a 13. Type of-- (c:Mc:lc _, 

14. 1mu.!Adlan E. CIIatloll/ F. DUid MoOa Yr 
A Clllltlon 0 B. Onllr 0 C. Sat.guanl 0 D. Wllll8n Nob 0 Order Nlmbllr 

15. AIM or Equipment 

10. Te!l'l'llnlllon CUI I A Dale MD Dl Yr 1 a. Time (24 .... Clock) 

fall protection standard was reviewed with the blasting crew. 
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(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)
(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID 

Mine Citation/Order 

4 
II 
i 

U.S. Department of Lllbor 
Mine safety and Health Admlnlstntllon · 

~ (Contrac:IIOI) 
i. _ ea. Wrw.n Notice C103G} (] 
Loose and unconsolidated material was ,een on the west highwall of the main 
haul road leading to -the- -lower pit ··levels. The loose material was · 
approximately 60 feet _ in length and 20 feet in height. The loose ranged in 
size up to 3 feet boulders. Tracks were observed on the haul road · 
approximately 6 feet from the face. The ~oadway is approximately 75 feet wide 
in this area. This is a regularly traveled haul road. This hazard exposed the 
miners to the falling material that could result in serious or fatal injuries. 

a. Vlolltlan B. Sec:llan 
of Act 

c. Significant and SubiiMiill: v .. Iii!! 

12. Type or Action 104a 

NoD 

B. low 0 

C. P..vs.cllon of 
11lle 30CFR 

C.Moc~Mtelii!J 

14.1niiMJAdiOn E. Cllallonl 

56.3200 

P..--lly Dllabllng 0 

I D._ Nllnber of......,.. All'ec:tllct 001 

D. High 0 E. ~DIMgMI 0 
Clatlon &tl Orcler 0 s.feguud 0 Wrlllln Nob 0 

F.o.d UoDa Yr 
A. Cbllol) 0 B. Onlef 0 C.~ 0 D. Wrtllen Nollol 0 Onllr Nllnbet 

15.Ar.a•~ 

.18. T~,. D. ..... MoDa Yr I . 
• .... - B. Time (24 Hr. Clock 
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(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6) (b) 
(6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine Citation/Order U.S. Department of Labor 
Mine Safety end Heallh Adminillretlon 

------+.FI ,.=-- _, 
a. C0f1!!!!!!!! or..,_ A iMiillitNob (103g) [I 
The head roller and tension roller on the transfer conveyor from the secondary 
crusher w~re not guarded to prevent miners from .coming into contact with them, 
The unguarded rollers were measured at s 1/2 feet from the ground level. The 
conveyor was in operation at the time of ··inspection. The portable plant where 
this conveyor is located is normally operated by two employees. Miners 
accessing this area were exposed to possible fatal crushing injuries should 
they accidentally contact the moving rollers . · 

10. Gravlly: 
A. lnjwy or..._ (llu) (lal: No UU!IIIood D 

A.None D 
12. Type of Ac:llan 104a 

Unlbly · D 

NoD 
B.l.&JirO 

I c. PaltiSedlan of 
Tille30CFR 

c. Mollelale !itJ 

14. lnlllll ActiDII E. Cilallonl 

S6.14107a 

H~hJV uu• D Oo:u-s D. 
~Dillbillg !itJ ..... D 

D. Hlgll 0 E Rlcldlu DiiN8Inl 0 
Cllallon lit! Order 0 Sallguald D Wdllln.Nab 0 

F. o.e.cl MoDe Yr 
A. Clllllon D 8. Oldlr 0 C. s.t'8Quanl 0 D. W'*" NCitice D Order Number . 

1s. AIM or Equipment 

17. AaiDIIIIO Termlnliel 
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(b) (6)

(b) (6)
(b) (6) (b) (6)

(b) (6)

(b) (6)

(
b
) 
(
6
)

(b) (6)

(b) (6)

(b) (6)
(b) (6)

District I MNM Northeastern 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Wyomissing South Mine ID 

Mine Citation/Order u.s. DeDMment of Labor 
Mine Safety 8l1d Health Admir)istratiOn 

8. 
v (Conllacil8l) 
i ea. wncr.n Nallcl <t C!39l I I 
The bottom two steps leading to the secondary J.650 cr1,1sher platform were 
covered with .wet, slippery spilled material and the walkway.plat(orm around 
the crusher was covered with 4 inch minus rock material for approximately 20 
feet. This condition creates a slip/trip/fall hazard to.miners attempting to 
access the platform. The portable plant where the 1650 crusher is located is 
no%111&lly operated by two employees. 

10. Gravity. 

I c. PartiSectlon of Tltla30CFR 

A. I~ Of IIIIIIM (liM) c-1: No Ukelihciocl 0 Unlllcllly 0 ~ Uile!J li'J 

B. lnjuly Of U"- COIIId ,.._ No LAIIl WcNkdaya 0 LOll lMIIIIdll- Or Rtltrk:tlcl. 011., r:.~ !OI!!I!!Y be !!!p!l!!d to be: ,_ ., ~ 

. ... Contllla.aan fllllll (U8HA Fann 7aONI) 0 

56.20003& 

~0 

Fatll 0 

11 . ~(check one) A. None 0 c.~otoc~e~WO D.Higllli'J E.~~O 

12. Type of Acllon 104a 13. Type~'- (c:hldl-) 

14. lnlllll Adlan E. Cllallonl F. Dad Mo Dll Yr 
A. Cllllloll 0 B. Order 0 C. Safwaulrd 0 D. Wtlliln Nallcl 0 Onler NIIIIIIIW 

15.,.. Of Equipment 

18. TetmNIIon Due 

have been cleaned of spilled 

Attachment B 24 



(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) 
(6)

(b) (6)

(b) (6)

(b) (6) (b) (6)

District I MNM Northeastern 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Wyomissing South Mine ID -

Mine Citation/Order U.S. Department of Labor 
Mine S!!'!ty and Haith Adminiltnltion 

--~-_ ...... 1
3_·:-_Number ___ -=---

----------------
(Cordrlc:fDI) 

a. conc11110n or Prllclil:t 811. Wrllen Nob (1 03pl [ ) 

Inside the West Power House the #8 Mill feeder starter door was found 
unsecured and oiJen approximately 1/2 inch. Upon inspection of the energized 
circuits, it was discovered that fuses and circuits were not insulated or 
guarded to prevent contact. Miners access this control box to start/stop and 
adjust the speed o~ the feeder. Energized 110 volt circuits were easily within 
reach of the control panel. 

10. Qnwlly. 0 

I c. Pali/Seclion of TIIII30CFR 

A. Injury or II~ (llu) (ll): No l..bll-s 0 IJnliralr 0 ~ Uwly ii!l 
B. lnjwy or IU... could ,... . No loll ,__,_ 0 loll Wo""'- Or Raalrlct8d "'"" 0 

S6.12023 

Highly i.IUiy 0 Ocl:uiiM 0 

!OII!bly- Dpeclldlo t.: .. __ ,_ ·-- _, 

No o I~- Number of,.._ Alllclild: . oo 1 

8. Low 0 C.~ ii!J D. HW! 0 E. AackJ8u Dilrlpa 0 
12. Type Of A1:11on 104a 
14. Initial Adlon E. Clllllonl F. Dltlld MoDe Yr 

A. CldOn 0 B. Onllr 0 C. a.o111111 0 D. Wrlllln Nolloa 0 Order Nlllllt.r 

111. AIM or Equipawftt 

1~. Terrnlnlled I A. om Mo Oa Yr · ja. Time ~ Hr. Clocll 
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(b) 
(6)

(b) (6) (b) (6)
(b) (6)(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine Citation/Order u.s. ~of Labor 
Mine Safety and Health Administration 

'E 

• 
, ~~ 

i. ~or l'leCIIOI .._ Wllliln NaCicl (1!!3p) 0 
The right aide guard on the tailpulley ot the conveyor that feeds the 1650 
secondary crusher was not place, vibration and spillage from above had caused 
it to fall to the gro~d on it's left end. Employees working or traveling this 
area were exposed to the possibility of injury, if they were to accidentally 
contact the moving machine parts. The portable plant where this conveyor is 
located is normally ~perated by two employees. 

10. Gtavlly. 

I c. PlltiSecllon of Tllle30CFR 56.14112&1 

A. Injury or IIIMU (!Ia) (II): Nli l.lcelllood 0 . ~Uf.ely 0 Occ:unM 0 
B. lnjwy or illnHI COUld -

10111b!y be !!!p!C!!d Ill Ill: No l.alt Workd8p 0 Pomunntly Dllllllkl8 lit! F81111·0 
jo. Numborot~~ 001 

c . ...,. 0 . D. High lit! E. R8ddola OllloOMI 0 
12. Type of Acllon 104a Clldon lit! Order 0 ~ 0 Wrllltn Nolico 0 
14. In IIIII Acllon e. Clllllonf F. Dllld · Mo Dll Yr 

A. Clldln 0 &. Onllr 0 C. ~ 0 D. Wrllln Nollol 0 Onllr Nurnlllr 

15. AIM or Eqlllpnlent 

18. TenNIIIIIon Duo B. Tlnw (24 Hr. Clodl:) 

I·· Time (24.Hr. CIDck 
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(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6)
(b) (6)

(b) (6) (b
) 
(6
)

(b) (6)

(b) (6) (b) (6)

United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District MNM Northeastern Field Office Wyomissing South I Mine ID ------. 

Mine Citation/Order u.s. Deaartment of Labor 
Mine S.faty and .Health Administration • 

(ConllactOI) 
......... - .... ,.,_ . ...~Notic:a(103p) [J 
The cover plate for the motor junction box of the conveyor under the jaw 
crusher was not in place. Duct tape had been placed over the remaining part of 
the motor junction box. This exposes the 4~0 volt electrical connections to 
weather conditions. Employees working or traveling this area. were exposed to 
the possibility of injury from shock and/or fire. The portable plant where 
this conveyor is located is normally operated by two empl'oyees. 

C. Slgnlllc8r\l Mil SuiiCanllal: NoD 
11. ~(c:Ndt-) B. ~o 

I c. P8ltiSec:tJan ~ Tille 30 CFR . 

c.~o 

S6.12032 

OCCUrred 0 

I D. Number of'"-Aftilcllllt 001 

D. H"' lit! E. Rallla Clnpnl 0 
12. Type of Action 104& 13. Type clllluanc. (c:Nc* one) CiiiiiOR litJ Onllr 0 Sftguaftl 0 Wtllllft Nab 0 
1o4.1nitial Acllon E. Cilatlonl F.OIIIIId Mo 0. Yr 

A. Cil8lion 0 B. On*' 0 C, ~UIId 0 D. Wribn Notice 0 OR* Nulnb.r 

115. AIM or Equpnt 

18. Terminlllon Due ,,., ....., ·- I - . - -- B. Time (24 Hr. Cloc*) 

~~T~~ ~----------------------~----------------------------
17.AclloniDTe"'**t The motor pecker~head cover has been replaced. 

18. Tarmlnllld I A. 0.-. ' I B. Time (24 It'. Clock I 
• SectiOn IY-Aulolllllld ~ &..-

18. Type~lnlpeclian ,.20. Ewn!~ --==-.........,,2,..,.1'.-:Prh,..,.-lll_'f_OI'p~ .. ~-..-~-----------
,. <~GOCie) E01 . . . 22.s.-.. __ __,_ _________ ..__......:, __ .._,~23:-.AR~. ~Nwnlier=· ~-

MSHA"-700N.Af/OI~ ln....,_..,tlll....-w~fll&miii....._RIQuiiiDIYIEI*-'I......_AII.~1111,111IInWI..._Atft:;;; .. ;; .. ; ... ;;,;;,_;
IIIMIII!Ida Nllanlllnlll ...._.,..AQIIIIan ~ OlnlludllnM n110 Rllianll F....,_llllldato....,.__,.frllm .,......_ ... lllelniiJIIftllr 
.....,_.ICIICIM. ,.,.Omllulllftwiii!IIUIIIW_...r.r:.n.nt_...nl_tldi..,.._~ID.,......._ flyouwlllllll-anfll ............. ~~,_,..,Oil ~~1~7).or.-.. OnallllnWI.alniiii..._AM*UIII•C..~-~~~IIIIIIlrlll~401:1111 .-.tsW ICZ120,.._.,.....DC204". l'llllen-.-.tiiii!IQIII'rlgllllll .. a_dl .. ~ililaddilianiD..,_ . ..,.'I"'U..,,_,~ 
!lie rtglllto canllllclllonllllldlftiiiOIId panillll nl CJIJIMia ~ llllln ,..,_...,. ._. Hllllh ~ c:-NIIIan. · 
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(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)
(b) (6) (b) (6)

United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine Citation/Order U.S. DeNrtment of Labor 
Mine Safety and Health Administration 

-
(~ · 

~~-~ - ~~m~o 
A 480 volt power cable located under the conveyor under the jaw crusher frame 
was found to have several breaks and cuts in the outer jacket. These breaks 
and cuts exposed the inner conductors to weather and vibration damage. 
Employees working or traveling this area were exposed to possible shock, burn, 
and electrocution hazards. The portable plant is normally operated by two 
employees. · 

10.Gravtly. 
A ~lilY« I~ {1111) (it): 

a. r~ury or..,_ CIUl
!O!!!I!Iy .. !!lfl!C!!!I to llll 

I c. Plrt/Sec:tion of 
Tltle30CFR 

No lJieliiiOocl 0 UnlbJ1 0 ~ UUiy lit! 

No Lott Work48ys 0 &..- Workaya Or .RMirlclild ~ 0 

NoD 

56.12004 

11 . ~ (dledtone) B. Low 0 c. Moclllalt Iii!! D. High 0 E. "**1111 DiMglnl 0 
12. ryp. of Action 104& Clition lit! Oilier 0 SafeguMI 0 Wlllliln Nab 0 
14. 11111111 kiiOn E. Cllaaont F.DGid MoO. Yr 

A CllllloA 0 a. 0n11t 0 c. Saf8guant 0 D. w.-n Nob 0 Order Nllmlllt 

15. ArM or l!qulprntnt 

11. Tenntnalllin o .. . jA. ~~ ja. nn. <Z4 Hr. Clock) - 1 .. 
~~T~~ ._------------~ -~-----------------------------

11. Tennlnalld'A.,....... MoDa Yr I _ -- I. "'1rM (24 Hr. Clock 
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(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)
(b) (6)(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine Citation/Order U.S. O.DaJ1ment.of Labor . 
Mine 8aty and Health Administration 

SaelonJ..~ Dolo 

::.--·· _:A_-_-_~_· u_-,.. ___ _..'----~I----L~3.....;.g._llationf __ . N-~----

(Corltadal) 

I. COIIGIIIOII or~ ... Vt\18111 HoCice (10ij} D 
The 480 volt.power cable splice located between the tool trailer and jaw 
-crusher was not insulated to a degree at least equal of that of the original 
outer jacket. The power conductors were only provided with cable connectors 
and a thin layer of tape. Employees working or traveling this area were 
exposed to .possible electrical shock, bUrn, or electrocution hazards. The 
portable plant is normally operated by two employees .. 

12. JYpe of AciiDn 104& 

I c. P.rtiSection ot Tille 30 CFR 

C.Mocll ..... 0 
13.1Jpe rl. ~ (r:Mdt-) 

14. lnllltll klloli E. Clllllonl 
. A. Cltlllon 0 . ll Onler 0 C. s.llg&iaRI 0 D. WrDin Nota 0 Order Number 

15. AIM or Equlprnlnt 

17. Action 1D TenNnlte 

Attachment B 

See COidlnullion Form~ Fann 7~ 0 

56.12013b 

I D. Numllerot ,..,_ Alrec:fld: 001 

D. HIGh ~ E. Rallla Dlnganl 0 

F.o.d MoDe Yr 

] 

j 
'! 
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(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)
(b) (6)

District I MNM Northeastern 

Mine Citation/Order 

.i 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability -

Field Office Wyomissing South I Mine ID L 

U.S. DeDartment of Labor 
Mine Safety and Health Admlnisttatlon 

1 (~~ 

i:" COnlllioft or Pl1ldllle aa. Wrlllan Nalice (103i) [] 

The #1 lime pump compressor drive was not adequately guarded on the back side. 
A large hole bad been made to allow lines and electrical. conduit to pass 
through. This condition exposed the compressor fly wheel to accidental 
contact. The #l lime p'ilmp compressor is located on the ground floor of the 
~r Plant mill building . When the mills are running, an mill operator is in 

. the area. If a miner were to accidentally contact the' moving fly w~eel, it 
could result in loss of fingers·, . hand, or limb injuries. 

___ : ... =.§ II. VIDIIIIIon. J A. Hllllll 0 

10. Gravity: 
A. lnjuly or 1u..a <I*) (II): No l.biDiood 0 

I c. Pllt/8ectlon of 
TIII30CFR 

No u.t Workdaya 0 

A.None0 B. Low lit] c.,..,. 0 
1S. Type of il.u~noe (clllclk -) 

14. lnlllll Ac:llon 1!. Cllallonl 
A. Clition 0 8. ~ 0 C. sat.guanl 0 D. Wfllllln Nalice 0 Onler Number 

16. ArM or Equ~ 

S6.14107a 

0. HIOh 0 E. R.c:ldlu Dil,.rd 0 

F.a.cs MoO. Yr 

18. TenniMijonOU. ~A.~ I_ Thle(24Hr. Ciock) -~ 
~·~~~ --------------------~------------------------------
17. Adian eo TennNIII 

11. TennlniiMIA. ,._ MoDa Yr I _ ..._ B. Tlml (24 Hr. Clock 
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(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)
(b) (6)

District I MNM Northeastern 

Mine Citation/Order 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability -

Field Office Wyomissing South I Mine ID c-

U.S. Deoartment of Labor 
Mine Safety and Heal1tl Administration _.._ • 

'LCOndllon or Prac:11ce aa. Wrlllln NotiCI <1 03p} 0 
The bottom part of the tailpulley guard of the under screen conveyor was not 
in place. · The section not in place exposed the entire underside of the. - . 
tailpulley. Employees working or traveling this area were exposed to the 
possibility of injury, if they were to accidentally contact the moving machine 
parts. The portable plant is normally operated by two .employees. 

10.~vtly. . 
A. l~ry or 1.._ (llle) (II): No l..lkdiiOoct 0 

11. Negllglla (clllde -> A.~O 

12. Type or ActiOn 104a 

8. Low 0 

I c. PaM*IIon of 
Tm.30CFR 

C.Modlnlll. fii'j 

14. 11111111 Adlon E. Clllllolll 
A. Clatlon 0 B. CRier 0 C. s.t.QuaRI 0 D. Wrtalft Notice 0 Oldlr Numblr 

15. Ar.. or Equipment 

11. Termfnlllon Due 'A. DID • 

Seclon Ul-TIIIIIIMIIGn Milan 

17. Adlan 10 Tell'llllllll 

11. T~~A........ MoO. Yr I • ....,. B. Time (24.1T. Cloc:lc 

S6.14112al 

I D. Nunm.r of PeriOMAW 001 

D. High 0 E. ,_.._ lliMglnl 0 

F.Datlll Mo Dll Yr 

~ EOt l2o. E¥tnt_NUI'IIIIer _________ _.....I ... 21_._Primlll'-...:.;_"'_ID _ __..I-r::~~=~ 
~ ,23.ARNIIIIW -
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(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID -

Mlne Cltallon/Orcler U.S. Department of Labor 
Mine Saf!ty and Health Administration • 

. (ConhciDI) 
11a. 'Millin NOIIoe <103il [J 

The bottom part of the tailpulley guard of the conveyor to tne bin was not in 
place. The section not in place.was hanging -down approximately one foot, 
exposing access to the tailpulley. Employees working or traveling this area 
were exposed to the possibility of injury, if they were to accidentally 
contact the moving machine parts. The portable plant is normally operated by 
two employees. 

, 2. -rype of Acllon 104& 

B. Secllon 
ofAf:j 

No UMIRIOod 0 

B. Low 0 

C. P8ltiSec:llon of 
Tiiii30CFR 

13. Type of-- (c:Mc:k 0111) 

14. lnllll Al:tlon E. CltiiiDnl 
A. Cllation 0 8. OtW 0 C. Siflglllllll 0 D. WI!Din NOIIce 0 Order Numlllr 

14. AIM or l!qulpmeat 

56.14112&1 

Oc=cunM 0 

Fatal 0 
I D. N....._ of l'wlona Alfecl8cl: 001 

D . ._h 0 E.~ DIIN;&ftl 0 

F. c.lld MoDI Yr 

18.T.nnlnllllnDul 'A.~' ,B.TIIMQAHr.~ - I 
~U~T~~ --1111111--~------~------ ~--------------------~-------
17. Ac:11on 1D Terinlnalll 
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(b) (6) (b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)
(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South Mine ID 

Mine Citation/Order 

Date~ 

The rotating headpulley shaft for the conveyor that feeds the shaker screen 
was not· guarded to prevent contact. The unguarded portion measured at· 2 l/2 
inches of exposed shaft and was easily within reach of the travelway. 
Employees working or traveling this area were exposed to the possibility of 
entanglement injuries . should they accidentally contact the unguarded mov~g 
machine parts. The portable plant is normally operated by two employees. 

•• Vloladon I A HMIIII 0 

§iCik;I1U,......~ 
I C. Pl!tiSection of 

Trlle3QCFR 

14. Initial Acllan E. Cltalfonl 
A. Cllllo(l 0 B. Ollllt 0 C. s.flouMI 0 D. Wr!llln Natlce 0 Order Nllmllw 

15. AIUor~ 

18. Ttnnlnlllioll Due lA Dla
'-' 111-,...,.....,AI:IIOII 

17. Action 1D Telllllrla 

11. TermlnMidl A........ MDDI Yr I 
• -- B. Tillie~ Hr.. Cloclc 
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(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID -

Mine Citation/Order . u.a. DeDaJtment ot Labor 
Mine Safety and Health Admlnlltration 

(Conlrlclol) 

e.~ or,.,._ ea. Wrllten NO& (103i) I I 
LOcated in the Tool/MCC trailer were two (l) 11 ounce spray cans of highly 
flammable •tarting fluid stored 6 l/2 feet (measured) .from an oxygen/acetylene 
burning outfit. Employees working or traveling in this area were exposed to 
the possibility of injury from fire, ~losion, and/or projectile hazards. The 
Tool/MCC trailer is accessed for tools, parts, and lockout procedures. The 
portable plant is normally operated by two employees. 

10.Grmly: 
A. ~ury or Jan.. (liD) (II): No UJceuluaod 0 Unlllrely lit! 

No l.olt 'NalllllaYI 0 

v .. o 
A. Nolle 0 

I c. PutiSec::tlDn ~ nle30CFR 

14."1nlllal AcdDn E. Cllllfonl 
A. Clllllorl 0 a 0n11r 0 . c. s.c.o-cs 0 D. w..-~ o 0n11r Num~~w 

15. AIM Of Equllln*lt 

S. coniiUIIGn Form !UiHA Fann 700Ne) 0 

56.4601 

I D. Numlllr ot ~ Alllclld: 001 

D. High 0 . E. RacldiM DlaNganl 0 

F. Dll8d MoDe Yr 

11. T~l'lnlndln DIM lA. ~ 
Sec:llan 111-TennNIIDII AIIIDn 

1
_a_.nme ___ ~ __ ~_. c_~----~~~~~~~~~~----------------------------.._ 

17. AcdDn ID T811111na 
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United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South Mine ID 

Mine Cil8tion/Order u.s. DeDirtment of Labor 
Mine Safety and Health Administration 

'i 
1 (COnlrKCol) 

'i. --------- -- . -- ... ~ Holloe (t!!3p) IJ 
A large 480 volt power cable located at the 1650 crusher framework structure 
had the outer jacket separated where it enters a tube that carries it to the 
opposite aide of the crusher. This exposes the inner conductors to weather and 

· mechanical damage from the. excessive vibration caused by the crusher 
operating. Employees working or traveling this area were exposed to the 
possibility of "injury from shock, burn, or electrocution ba~ards. 1he portable 
plant is normally operated by two employees. 

10. Gla¥ttr. 
A. Injury or 1ar.. (ha) (II): No lbllhood 0 
B. 11$11y or liii*l could,.._ 

.-illy ... !!!p!C!I!!Iolle: 

11.~(clledl-) 

12. Type of Adlon 104a 

A..._O 
HoD 

B.LNO 

I c. PlrU8ecllon 111 Tltle30CFR 

c. lolodiiD lit! 
13. TyJ11111'--(clledl-) 

14. Initial Action E. Cbllonl 
A. Clllllon 0 8. Order 0 C •. 5.r.guanj 0 D. Wrtlln Nolloe 0 Order NumOw 

1S • .Aruor~ 

56.12004 

Ocaunwd 0 

D. High 0 e. RD~aa DUgan~ 0 

F.o.id MoDe Yr 

11. Termlndon 1M lA. 0811~~~~~ Ia. Tknl (24 Hr. Cloc:k) - I 
~w-T~~ ~----------------~~~~-----------------------------
17. Actlonlo T~ 
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(b) (6) (b) (6) (b) (6)
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United States Department of Labor 
Mine Safety and Health AdnUnistration 

Of~ce of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

Mine CltationfOrder u.s. DeDUtment of Labor 
Mine Safety and Health Administration 

··~----·-··-

Date~ 

A 480 volt power cable located at the 1650 crUsher framework structure had the 
outer jacket cut in several places. This exposes the inner con~uctora to 
weather and mechanical damage frOm excessive vibration caused by the crusher 
operating. The cable was followed to a junction box with two buttons, one 
labeled up and the other labeled down. Employees working or traveling this 
area were exposed to the possibility o~ injury from shock, burn,· or 
electrocution hazards. The portable plant is normally operated by two. 
employees. 

12. Type of Acllon 104& 

,C.~ot 
T111130 CI'R 

14. ,., Adlon E. Clalionl 
A. CltliiiDn 0 B. Onler 0 C:. ....,... 0 D. Wrtllitn NotiOI 0 OIW Nl.lllber 

15. AIM or Equlpmenl 
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(b) (6)
(b) (6)

United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ J Date c••• 
Mine Citation/Order 

-~01111 

UA.~~of~r 
Mine Safety and Health Administration 

6. 

7. 

• -~-....... -.,.,._,..,_:::-_-_-::: .. ,,.,...,.,..u • ..., .......... ,_,..,..,---=f--.,... _______ ,..,.3.""'g""":"'~Numbet~-

(ConhcCDI) 

II.~ Q' M- 8a. Vlftitlen Naaoe (103p} 0 
The #1 mill aug~r screw driv~ located in the #l elevator pit was not provided 
with a guard on the back side. The drive V-belts and pulleys were open to 
contact. The ·opening in the back side was measured at 65 inches from the 
ground level. The auger screw speed reducer keyed shaft was measured at 69 1/2 
inches from the ground an4 was also open to contact. The #l elevator pit is 
not a regular travelway. This area is accessed for clean-up and maintenance. 
This condition exposes miners to entanglement injuries from accidental contact. 

1D. Gmtly: 
A.lnjllly or JllnMI 0.) (Ia): No Ur.llillaod 0 
8. ,.,.., or.,_ oould

IOIIIII!y be Ufl!a.d to lie: 

11-~(c:lledc-) 

104a 

A. None 0 B. Low 0 

I c. PwtiSicllon of 
"na.30CFR 

14. lnllill AOtion E. CilaliDnl 
A. Cll8lioll 0 8. Oltllr 0 C. SdlguMI 0 0. WliiiWl Nob 0 Older Numtlet 

56.14107& 

I D. Number of"-'-AllllciM: 001 

0 . ~ 0 E. ...... DillwgMI 0 

F. Deled MoDI Vr 

18. TennlniiiDnO. l"- ~1--'l_a._TIIM_{z.._Hr_. 'cloctl-~---1-· "-'----------
,_,lli'-Ttm*llllanAclon ~ 
17. Ac11on to Telll'llnla 

::.iili' I"-~ ------'2-1._Prmlly_" -~-Mii __ ' ... I23_._AR_NwnW __ ~--
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District MNM Northeastern 

Mine Citation/Order 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Wyomissing South I Mine ID ~ 

u.s. Deoartment of Labor 
Mine Safety and Health Administration • 

~ (2.TIIII~Q4Hr-.Ciock-l ----+.:~~ 1·=-• . 
~- ==--n Grease and air hoses were found laying across the walkway and steps going to . 
the il mill. ·The grease hose was extended across the walkway and left lying on 
the platform of the #8 mill. · This condition exposes miners to slip/trip/fall 
hazards. The Upper Plant mill building is accessible and a mill operator is in 
the area when the mills are operating. 

10. Gtlvlly. 
A. Injury or II~ (tla) (il): 

I . i¥1Y or Ulnlla 0011111 IM
!O!'*t lie !!!!l!CI!d lillie: 

I c. PMr'Sdon of 
TM!e30CFR 

No 1.11811100CI 0 Unlikely 0 "-onably Ur8ly lit! 

No lolt WDitr.Uya 0 Loll WD~ Or Rtllrlclild Duty lit! 

56.20003a 

Highly UUiy 0 

Filii 0 
I D. Numller of,.._ A«tceed: 001 

A..._ 0 . B. Law 0 D. Hlgll 0 !;. RailA Dlulgii'CI 0 

14. lnllill Adlon e. Clition/ ·F. Dad Uo Da Yr 
A. Cbllon 0 a 0n11r o c. Sdlguii'CI o D. Wllln Nollca o 0n11r N~DDDer 

15. ArJI or Equipment 

1e .. TIIIIIInallan 0u1 I A. Dlta - ~ 1. nne !24 Hr. Clcic:k) -~ 
s-. lll-Ttm*llllln Acllan 

17.AdlallliiiTHIIinlte The hoses have been removed from the walkways. -
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United States Deparbnent of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ~ 

MlneC~ . U.S. Department of Labor 
Mine. Safety and Heallh Administration • 

The entire upper Plant mill building was not being kept clean and orderly. 
Housekeeping was not being maintained on the walkway alongside the #8.mill- an4 
the area in front of the Nesco/#8 lime pump room access doors. The spillage 
was approximately 1 foot deep and 6 feet across, in front of the doors. The 
spilled material consisted of loose fine gravel and dust. The entire mill 
building had spillage on several floors and is being included in this 
citation. This condition exposes miners to slip/trip/fall hazards related to 
working and/or traveling these areas. A mill operator is in the area when the 
mills are running. · 

10.~ . 
A. .,.,ry Cll' ~ (1181) (II): No l..blfllood . 0 

I c. PaltiSectlon of Tille ,., a:R 

Un~ lit!. Ralonalllylbly 0 

LAIIWori!Uyl Or~~ fit) 

No lit! 

S6.20003a 

11. Nlgllglnal (chick-> A.. None 0 B. l..ft 0 . C.Moclal8 fit! 0. Hillfl 0 E.~ CIIIIQMI 0 
12. Type of Action 104& 
14. tnMial Adioll E. Clldonl F. Oatlld MoDe Yr 
. A. CitiiiiDn 0 8, ORIIr 0 C. ~MI 0 D. Wrftlln NatiCI 0 OnMr Nwnblr 

15. Alu or Equipment 

, .. 
8. Time (24 Hr. Clodc) 

17. Actioft 1D Termilllee 
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(b) (6)

(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South Mine ID ~ 

Mine Citdon/Order U.S. DeDUtment of Labor 
Mine Safety and Healltl Administration 

·.me ~to ............ -------- ~ · was not provided-with a lighting system. The pit did 
not have.sufficient illumination to provide safe working conditions. The pit . 
c~ntaina stairs, auger screws and the bottom s.ection of the lime elevator. 
This condition creates a slip/trip/fall hazard to miners that enter the 
elevator pit. A mill operator is present in the area when the mills are 
running. 

56.17001 

10. Gmtly. 
A.lnjulyorw-(1181)(\a): No~ 0 Unlikely li2l ~0 
a. InjUry or.,_ could,... 

!Oft!b!Y be !X!J!Cf!d tD be: No Lolt WOrk.dlya 0 FlllaiO 

I 0. N&.lnller ol p..._ AllilcMII: oo 1 Y•O 
A. None 0 I. Low li2J c. Moderllil 0 D. High 0 E. Aec:ldiA DiMOinl 0 

12. Type of Action 104& 
1-4. lnlllal Adlan E. Cltallonl F.OIIId MoO. Yr 

A. Clllllon 0 B. OnW 0 c.~ 0 0 . w ...... Noliol 0 Order Number 

15. AiuorEqu~ 

B. Time (2o4 Hr. Clock) 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine lD ~ 

Mine Citation/Order U.S. DeDUtment o.t Labor 
Mine Safety and Health Administration • 

The #8 mill auger screw drive located in the #8 ~ill elevator pit was not 
provided with a guard on the back side. The V-belts and pulleys were open to 
contact. The auger screw speed reducer keyed abaft was also open to contact. 
The speed reducer pulley and shaft were approximately 5 feet from the floor 
level. This condition exposes miners to possible entanglement injuries from 
accident•l contact. The #8 mill elevator pit is not a regularly traveled area. 
The area is accessed for clean-up and maintenance duties. 

C. Slgnllcant IIIII $.utlltll1llll: 

B. Secllan 
ol~ 

No L.lwllhoocl 0 

11. ~~ (CIIedlone) A. None 0 

104& 

Unlbly 0 

NoD 
B.LGW 0 

C. Pertl8eclon ol 
Til'- 30CI'R 

C. M~IIi!J 

14. Initial Adlon E. Clldonl 
A. Cllllan 0 8. Ordlr 0 C. S8flguanl 0 D. WrMin Nob 0 Ordlr Nlmbtlr 

15. AIM« Equljlnwd: 

- Time (2' Hr. Cklc:k) 

11. Tllllllnllld (. ....... MoOa Yr I r·-.a. T.-(24Hr.Ciock 

Secfan ~molld ~D-. 
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(b) (6) (b) 
(6)

(b) (6)

(b) (6) (b) (6)
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(b) (6) (b) (6)

(b) (6)
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(6)

(b) 
(6)

(b) 
(6)

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID ..,_ Date I ••--:J 
Mine Citation/Order 

guard of the #3 on the crushing side of the Upper 
Plant not seeured in place. The left side section of the guard had been 
bent down behind the bearing, opening access to the tailpulley drum. The back 
side expanded metal section had been cut out and replaced by re-attaching the 
section with pieces of wire on the top side only. An ope~ing was observed 
below the back side which measured 24 1/2 by 5 1/2 inches. This opening also 
allowed access to the tailpulley drum. Miners were exposed to possible 
entanglement injuries while working or traveling this area. The mill operator 
employee, that also oper:ates the crushing side of the Upper Plant, is in the 
area when the mills or crushers are running. 

S6.14112b 

10. Gravily. 
A. lnjuly or I~ {liM) (II): No l.lkdiOOd 0 

c.~o D. High 0 E. Reddeu Dlallganl 0 

f04a 
14. lnlllel Action E. Cilllionl F. Ollld MoDI Yr-

A. Cilillon 0 8. Oldlr 0 C. 5aguanl 0 D. Writllln Nolice 0 Oilier NumiiW 

f5. NM or !qufpiNnt 

18. Tennlnlllon Due B. TIIIW (24 K-. Cloclc) 
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United States Department of Labor 
Mine safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID 

Mlne Citation/Order 

Date~ 

The Returns belt tailpulley was not provided with a guard. on the • This 
condition allows · aceess to the wing-type tailpulley. The tailpulley is 
approximately 2-3 feet off the floor level and is easily accessible. 
Approximately 8 feet away frpm the tailpulley was a wing-type snub roller tha~ 
also was .not proVided with a guard. This condition eXposes miners · to possible 
entanglement injuries up to and including loss of limb . .A mill operator is in 
the area when the mills· or crushing system is running. 

c. Slgnlllclnt and SubatMtlal: NoD 

I c. PIIIISecllon of 
Tollt30CFR 

11. Neaue-nc. (cNcll-) A. None 0 C.ModnttO 

104a 
14. ln..., Aallolt E. Clatlonl 

A. C!tldon 0 & Order 0 C. s.teguanl 0 D. Wrlhn.Nala 0 Clnlet ~ 

15. A1Mor~ 

B. Time (24 Hr. Cb:ll) 

MoDI Yr Ia. nm. (24 Hr. CIDck 
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District I MNM Northeastern 

Mine ClbltioniOrder 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Wyomissing South MineiD 

U.S. DeNI'tiMnt of Labor 

-
Mine Safety and Health Admlnilltration • 

(ConlradDr) 

... W!tlllln ~ (1D3p) 0 
The underside of the Sand conveyor tailpulley was not provided with a guard. 
The tailpulley framework was measured at 34 inches from the walkway level. 
This condition allows access to the moving tailpulley drum. Tbe Sand conveyor 
is joined by using metal belt clips thus increasing the hazard associated with 
contacting the conveyor belt. The Sand conveyor is located in the opper Plant 
area. A mill operator is in the area when the mills and crushing system are 
running. 

-11--ln!p!!!r'! Ewolulll8n 
10. Oravlly. . 

A fr4uly or W... (hu) (Ia): No LIYIIiloocl 0 Unlbly 0 
B.l ... ryor,.._liiiillli,.. 

!0!!9 be !rpec!!d mile: No LOit WPilUiaYI 0 

NoD 
11. Nil--- (clledt 0,.) A. None 0 B. Law {itl 

104a 

I c. PMISectlon d lllla30CFR 

C.Moclel* 0 

14. lnillll Adloft· E. Cllallonf 
A Cblion 0 B. Onl8r 0 C.~ 0 D._Wdltln Nallcl 0 OlllerNIInblr 

15.Aiuor~ 

56.14107a 

OCicurrld 0 

I D. Nwtar d ,.,_. AII'Kfllcl: 001 

D. HIQII 0 E. Rec:ldeu CIMIIllll 0 

F.Da.a Mo !)e Yr 

10. T~.Oue '"'Dell- I a. Tme(24Hr. CIDcll) - I 
-m-T~~ ~--------------------_.-----------------------------
17. A1::11Dn til TIII!IIIID 

MoDe Yr I a. nne (2. Hr. ctocl 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID 

Mine CltatloniOrder U.S. Department of labor 

(ConlrK*II) 

~--""'!"":~-=-=~---::--~~--~--::--=~-------~- ... Wdll8n Nalicii<10Si) a 
The tailpulley guard of the Rice belt was not secured in place on· the left 
side. The side section ~f expanded metal had been cut o~t and replaced by re
attaching the section with pieces of welding rods on the top side ·only. The 
section was not secured at any other point and pushed in easily. This 
condition exposes miners working or traveling this area to possible 
entanglement injuries resulting from accidental contact with the wing-type 
tailpulley. The Rice belt is located in the upper Plant area. A mill operator 
is in the area when the mills and crushing system are running. 

c. Slgniii!*'Uncl Sc.ttlellnll.t Y•O 
A.None0 

1.2. TWit or.Acllan 104a 

I c.~~ 
Tllll30 CFJit 

C.Modlraet 0 

14. lnlllll AciiDn E. Cllallonl 
A. CltldiDn 0 8. DIW 0 C. Sallguard 0 D. Wrllliln NoCice 0 OIW Numb• 

15. AIM cw EqulpiMnt 

. B. Time (24 Hr. Clack) 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South Mine lD 

Mine Citation/Order • u.s. DeDartment of Labor 
Mine 8afe1y and Health Adminislration 

-- ~ 11~~ 

'i ----+.r -
•. &nCiiiOii «,... ... 'k&ft NoCICe (1031) a 
The Flat Rice belt tailpulley located in the Upper Plant area is not · 
adequately guarded to prevent contact. The tailpulley was partially guarded by 
a removable walkway cross-over platform. This platform did not ·cover the 
entire tailpulley and could easily be lifted off. Openings around the 
tailpulley ranged from 3-4 inches on the top side and ·S-10 inches on the sides 
of the tailpulley .. This condition exposes miners working or traveling this 
area to possible entanglement injuries. The Flat Rice ~lt is· ·located in the 
Upper Plant area. A mill operator is in the area when the mills and crushing 
system are running. 

I c. PartiSection ol 
T&~CFR 56.14107• 

Oc:ll:&lnd 0 

F .... O 

11. Nlgllgenoe (c:lledl-) A. Nona 0 I . Low iii1l .C. --... 0 D. High 0 E. ~ DiiNplll 0 
12. Type af.Ac:tlan. 104a 

14.1111111 Action E. Cllallonl F. Dlfllcl MoDa Yr 
A. Clllllln 0 B. enter 0 C.~ 0 0. W,._NoCICI 0 Onler Nunmtr 

15. AIM « Equipl'nMt 

B. Time (24 Hr. Clodc) 
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United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID 

Mine Cllatlon/Order u.s. DeD&Itment of Llbor 
Mine Safety and Health Adminiltration 
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• 
(ContraCIDI) 

I. CondJIIon « PrliCIIol L \MIIIIIn Nob (1§j) 0 
The·walkway alongside the old bin next to the flat rice belt had openings in 
the exp~ed metal floor. A hole in the center of the floor was approximately 
8 inches by 12 inches. There was also an opening along the left side of the 
walkway ranging approximately 6-10 inches in width and extending for 
approximately 15 feet in length. This condition exposes miners working or 
traveling this area to a fall hazard to the level below. This area is not a 
regular travelway. Accessed for clean-up and/or maintenance duties. 

9. Vlalallon ! A. HNIIII 0 

·-11-1111 .iila 

. 12. fWie ot kttoll 104a 

I c. Palt/Secllon ot · TIIe30CFR 

13. Type ot laulnal (clleclt _, 

14.1n&!AIIIIon E. Cilallad 
A. Cllllon 0 B. Ordlr 0 C. Slflgllald 0 D. Wrlllln ~ 0 Oilier Nwnbw 

Ja. Time (24 Hr. Clocil) 

17. kiiDn tD TllmN!e 

11. r~1:· ........ MoO. Yr I -""-- _a. Time (UHr. Clllc:lt 
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United States Department of Labor 
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Mine Citation/Order 

(ConlrlldDr) 

a. ~or,.,_ ea. 'NI'tbll Nallcl(103p) 0 
The East Conveyor tailpulley was not adequately guarded. The right side 
expanded metal had been cut open 24 inches by. ll 1/2 inches and the section re
attached with wire on the top only. The back section had a 6 l/2 by 6 l/2 inch 
opening on the lower left. side. The left side of the tailpulley had an opening 
of 24 inches allowing access to the wing-type tailpulley. The drive belts and 
pulleys of thia belt were also not guarded on the back side .. · These conditions 
expose miners working or traveling th~s area to possible. entanglement hazards 
from accidental contact with the moving machine parts. A mill operator 
employee is in 'the area when the mills or crushing system are running. 

II. Vlllllltlon 

No l.lr.ellllood 0 

104a 
14. lnllal Action 

Unlllely 0 

C:. Pati/Secllon of 
Tllle30CFR 

c. Moderate 0 

A. Cltltlon 0 I . Onllr 0 C:. s.t'eg&anl 0 D. Wfi*!Noac. 0 
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Enforcement actions with questionable evaluations 
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United States Department of Labor 
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District I MNM Northeastern Field Office Wyomissing South Mine 10 

No. 
Affected 

guard was area oetween the speed reducer and the head pulley on the No.9 conveyor beltMoving machine parts 
shall be guarded to protect persons from contacting gears,head,tail,and take up pulleys,shafts,and similar moving parts that can 
cause injury.No one travels this area when the belt is running. 

11 or practice should read, A was area speed reducer and 
the head pulley. 12 The citation lacks explaining the hazard and gravity of the injwy. #3 The statement that no one travels the 
area while belt is operating. How was this proven? What is the hazard without any exposure? These type opinions do nothing to 
support the violation the supervisor should have had these errors correctedJ 

No. 
Affected 

The fire extinguisher located on the welding machine trailer (Co# 70 welding machine) was not provided with an annual 
inspection or records tag showing that the annual maintenance inspection had been performed. The annual inspection is to be 
performed by a qualified technician and a certification tag placed on the extinguisher. The inspection is needed to check the 
mechanical parts, hose, nozzle and vessel, the amount of the extinguishing agent and expellant The wire fastener was still 
attached to the fire extinguisher but the tag was not attached. There were no other records available to indicate that the annual 
inspection had been done. All units must be certified every 12 months. Persons were exposed to possible serious burns while 

to use a defective unit The fire showed and to be in usable condition. 
11 How was lost work days determined? #2 Bums usually result in permanently disabling injuries from scarring. #3 Citation 
lacks any information to support high negligence. #4 Since when do we require a qualified technician to conduct a yearly exam ? 
Who were the 

S&S 

N 

No. · 
Affected 

0 Moderate 

An MSHA #7000-2 (Quarterly Employment Report) for the 2nd quarter of 2008 (April, May, June) was not completed nor mailed 
to MSHA's Health and Safety Analysis Center prior to July 15, 2008. The quarterly report is to be submitted to the MSHA Health 
and Safety Analysis Center in accordance with the instruction criteria in 50.30-1. The report is due within 15 days after the end of 
each calendar and a retained at the main office for a of five after the submission date. 
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United States Department of Labor 
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Office of Accountability 

Disbict I MNM Northeastern Field Office Wyomissing South Mine ID J 

or a record of a test? #3 

The guard for the tail pulley under the feed hopper,had been broken off and partially covered up with materialGuards shall be 
constructed and maintained to withstand the vibration,shock,and wear to which they will be subjected during normal operations. 
No one works or travels in this area when the 
#1 If guard was broken off and we had exposed moving parts. Why would 56.14107(a) not be cited? #2 If you have access, can we 
say we never will or never have had exposure? Is fatal really the most expected injwy? #3 What kind of moving parts did we · 
have? Last sentence does nothing to support a violation Is this a fact or opinion? How was this statement proven?why would a 

#4 
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United States Department of Labor 
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Office of Accountability 

District I MNM Northeastern Field Office Wyomissing South I Mine ID 

The mine operator was unable to produce current documentation that the continuity and resistance testing of the electrical system 
and equipment within the Quarry Maintenance shop had been conducted. Records were available for the grounding electrode test 
and several pieces of equipment were tested for motor continuity. A pedestal type 220 volt grinding wheel was not tested and 
several other pieces of equipment did not have their grounding conductors tested. Employees working around or in this area 
were to the of electrical shock or bum if a fault condition were to undetected. 
11 How would a failure testing cause L An fault is a different and should be 
cited. 

The existing guard for the tail pulley on the No.8 feed belt in the mill area was not adequate. The openings on both sides of the 
tail from the 

No. 
Affected 

1 Moderate 

The 110 I 220 volt breaker box located in the Primary Plant MCC building was not properly labeled to show which circuits they 
control. Breakers #2D, #24, and #33 were not labeled but in the ON position. Upon inspection by the company electrician. these 
breakers did control live circuits. Other breakers had been moved from their original locations so another breaker could be added. 
Principal power switches shall be labeled to indicate which circuits they control. Miners were exposed to electrical hazards 
associated with working on or near energized circuits which could be thought to be inactive. The Primary Plant MCC building is 
accessed on an as needed basis for lock-out procedures of plant equipment Electrical work is performed by company electricians 
and an outside electrical contractor. 
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